Catalog 8080/USA
Linear Positioning Stages

4900 Series (6.0 inches wide) Micrometer Driven

Manually Driven

Specifications English Metric
Travel: 1.0-2.0in 25 -50 mm
Load Capacity:*
Normal 150 Ibs* 45 kg*
Thrust (Standard Thimble)
T, 30 Ibs 22,7 kg
T, 3 lbs 1,36 kg
Thrust (Large Thimble)
T, 50 Ibs 22,7 kg
T, 3lbs 1,36 kg
Straightline Accuracy 0.00008 in/in 2 um
of travel of travel
Resolution/Graduations:
Standard Thimble 0.001 in 0,01 mm
Large Thimble 0.0001 in 0,002 mm
* Refer to table below for actual value by model.
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Selection Guide
Description Dimensions
Micrometer
Type Travel Load Type Thimble Linear Slide Bearing Type Unit Model A B
Capacity Size (Ref.) Weight Number*
English 1.00 in 100 Ib English Mic Large 4900-04 Ball 791b 4910 9.88 3.88
English 1.00in 100 Ib English Mic Standard 4900-04 Ball 7.01b 4914 9.62 3.62
English 1.00 in 100 Ib Metric Mic Large 4900-04 Ball 791b 4912 9.88 3.88
English 1.00 in 100 Ib Metric Mic Standard 4900-04 Ball 7.01b 4916 9.62 3.62
English 1.00 in 150 Ib English Mic Large CR4900-04 C/R 791b CR4910 9.88 3.88
English 1.00 in 150 Ib English Mic Standard CR4900-04 C/R 7.01b CR4914 9.62 3.62
English 1.00 in 150 Ib Metric Mic Large CR4900-04 C/R 791b CR4912 9.88 3.88
English 1.00 in 150 Ib Metric Mic Standard CR4900-04 C/R 7.01b CR4916 9.62 3.62 _uC"3
English 2.00in 100 Ib English Mic Large 4900-04 Ball 791b 4911 11.88 5.88 E
English 2.00in 100 Ib English Mic Standard 4900-04 Ball 7.01b 4915 11.12 512
English 2.00in 100 Ib Metric Mic Large 4900-04 Ball 8.21b 4913 11.88 5.88
English 2.00in 100 Ib Metric Mic Standard 4900-04 Ball 7.11b 4917 11.12 512
English 2.00in 150 Ib English Mic Large CR4900-04 C/R 8.21b CR4911 11.88 5.88
English 2.00in 150 Ib English Mic Standard CR4900-04 C/R 711b CR4915 11.12 5.12
English 2.00in 150 Ib Metric Mic Large CR4900-04 C/R 8.21b CR4913 11.88 5.88
English 2.00in 150 Ib Metric Mic Standard CR4900-04 C/R 711b CR4917 11.12 512
Metric 25 mm 45 kg Metric Mic Large M4900-04 Ball 791b M4912 2514 99 =
Metric 50 mm 45 kg Metric Mic Large M4900-04 Ball 8.21b M4913 301,4 149 E

*For the optional position lock, add “-L” to the desired part number.
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Catalog 8080/USA
Linear Positioning Stages

Manually Driven

4900 Series (6.0 inches wide — Extended Length)

Leadscrew Driven
Specifications English Metric
Travel: 4.0-12.0in 100 - 300 mm
Load Capacity:*
Normal 280 lbs 127,3 kg
Thrust
T, 30 lbs 13,6 kg
T, 30 Ibs 13,6 kg
Straightline Accuracy 0.00008 in/in 2 um /25 mm
of travel of travel
Readout Graduations 0.001 in 0,01 mm
* Refer to table below for actual value by model.
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Selection Guide Metric models = M6 S.H.C.S.
Description Model Number* Dimensions
Type  Travel Load Slide Brg. Unit Readout A B ® D E F G
Capacity (Ref.) Type Wt. None English Metric
English | 4.0in 100 Ib 4900-04 Ball 401b 4945-04 4955-04 4965-04 6.0 5.0 = = = 6 4
English | 4.0in 200 1b CR4900-04 C/R 4.01b | CR4945-04 CR4955-04 CR4965-04 | 6.0 5.0 = — — 6 4
English | 6.0in 100 Ib 4900-06 Ball 6.01b 4945-06 4955-06 4965-06 9.0 5.0 15 1.5 = 10 8
English | 6.0in 2201b CR4900-06 C/R 6.0 1b | CR4945-06 CR4955-06 CR4965-06 | 9.0 5.0 1.5 15 = 10 8
English | 8.0in 100 Ib 4900-08 Ball 8.01b 4945-08 4955-08 4965-08 12.0 5.0 3.0 2.5 = 10 8 é
Q
English | 8.0in 2401b CR4900-08 C/R 8.0 b | CR4945-08 CR4955-08 CR4965-08 | 12.0 5.0 3.0 2.5 = 10 8 =
English | 10.0in 100 Ib 4900-10 Ball 10.01b | 4945-10 4955-10 4965-10 15.0 6.0 4.0 2.5 2.0 14 8
English | 10.0in 260 Ib CR4900-10  C/R 10.0 Ib | CR4945-10 CR4955-10 CR4965-10 | 15.0 6.0 4.0 2.5 2.0 14 8
English | 12.01in 150 Ib 4900-12 Ball 12.01b | 4945-12 4955-12 4965-12 18.0 7.0 5.0 5.0 1.0 14 8
English | 12.01in 280 1b CR4900-12  C/R 12.0 Ib | CR4945-12 CR4955-12 CR4965-12 | 18.0 7.0 5.0 5.0 1.0 14 8
Metric {100 mm 45 kg M4900-04 Ball 1,8 kg | M4945-04 M4955-04 M4965-04 | 152,4 1250 — — — 6 4
Metric {150 mm 45 kg M4900-06 Ball 2,7 kg | M4945-06 — M4965-06 | 228,6 125,0 37,5 37,5 — 10 8 g
Metric {200 mm 45 kg M4900-08 Ball 3,6 kg | M4945-08 = M4965-08 | 304,83 125,0 75,0 62,5 = 10 8 g
Metric {250 mm 45 kg M4900-10 Ball 4,5kg | M4945-10 = M4965-10 | 381,0 150,0 100,0 62,5 50,0 14 8 E
Metric {300 mm 45 kg M4900-12 Ball 5,4kg | M4945-12 = M4965-12 | 457,2 175,0 1250 1250 25,0 14 8

*For the optional position lock, add “-L” to the desired part number.
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